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UG5140
CN     8/16/2016

Five Channel UG Series

Elasco Products, LLC
18065 Redondo Circle 

Huntington Beach, CA  92648
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SCALE: 1:6

TITLE:
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DIMENSIONS ARE IN INCHES
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FRACTIONAL  1/32
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS AND TOLERANCES

PER ASME Y14.5M

ZONE REV DESCRIPTION DATE APPROVAL
1 PRELIMINARY RELEASE 8/17/2016 CN

Standard Colors ‐ Black/Orange  (Contact for Custom Color options)

Duromater – 90 Shore A Base / 55 Shore D Lid +/‐5
Material – Polyurethane 
Manufactured in USA

DESCRIPTION IMPERIAL  METRIC

Product Length x Width x Height 36" x 20" x 1.75" 915mm x 508mm x 44mm
Channel Size 1.38" x 1.25"H" 35mm x 32 mm
Product Weight  24.0 lbs 10.9 kg
Load Capacity (per/axle) 20,000 lbs / tire 9071 kg
Operating Temperature  ‐20°F up to +140°F ‐30°C up to +60°C

Technical Data Sheet
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DESCRIPTION IMPERIAL  METRIC

Product Length x Width x Height 36" x 20" x 1.75" 915mm x 508mm x 44mm
Channel Size 1.38" x 1.25"H" 35mm x 32 mm
Product Weight  24.0 lbs 10.9 kg
Load Capacity (per/axle) 20,000 lbs / tire 9071 kg
Operating Temperature  ‐20°F up to +140°F ‐30°C up to +60°C

Standard Colors ‐ Black/Orange  (Contact for Custom Color options)

Duromater – 90 Shore A Base / 55 Shore D Lid +/‐5  
Material – Polyurethane 
Manufactured in USA

 

Tips:

Designed and rated for use on firm and level ground.
Cable Protectors should be connected female side over male side.
Lid should be pushed shut and flush with base of product.
For one‐way traffic, hinge should be on traffic side.

MIGHTYGUARD COLLECTION 
UG5140

Technical Data Sheet


